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  Name of the Trade(s) for which affiliation is sought :  PLASTIC PROCESSING OPERATOR
  Total Number of units:



        
 Number of units in    Ist shift   :





        

 Number of units in   IInd shift :







       
 Number of units in  IIIrd shift :

	Sl.

No.


	Name of the tools, equipment and machinery as per syllabus


	Number required for Instructor and Trainees for one unit as per DGE&T norms
	Total (Units affiliated and sought affiliat-ion)


	Total number actually available for all the units


	Indicate short-age if any


	Percent-age of availability (Item wise)



	1
	2
	3
	4
	5
	6
	7

	1. 
	Rule steel 15 cm metric Graduation.
	17
	
	
	
	

	2. 
	Square try 10 cm blade
	17
	
	
	
	

	3. 
	Caliper outside 15cm spring
	17
	
	
	
	

	4. 
	Caliper inside 15cm spring
	17
	
	
	
	

	5. 
	Caliper 15 cm Hermophrodite
	17
	
	
	
	

	6. 
	Divider 15cm spring
	17
	
	
	
	

	7. 
	Scriber 15cm
	17
	
	
	
	

	8. 
	Punch Center 10 cm
	17
	
	
	
	

	9. 
	Screw Driver 15 cm
	17
	
	
	
	

	10. 
	Chisel Cold 10 cm
	17
	
	
	
	

	11. 
	Hammer Ball pein 0.45 kg. with handle
	17
	
	
	
	

	12. 
	Hammer Ball pein 0.22 kg. with handle
	17
	
	
	
	

	13. 
	File Flat 25 cm second cut
	17
	
	
	
	

	14. 
	File Flat 25 cm smooth
	17
	
	
	
	

	15. 
	File half round 2nd cut 15 cm
	17
	
	
	
	

	16. 
	Hacksaw frame adjustable 20 – 30 cm. 
	17
	
	
	
	

	17. 
	Safety goggles.
	17
	
	
	
	

	18. 
	Dot slot punch
	17
	
	
	
	

	TOOL INSTRUMENTS & GENERAL SHOP OUTFIT : PER UNIT

	19. 
	Plate surface 45 x 45 cm.
	2
	
	
	
	

	20. 
	Marking table 91 x 91 x 122 cm. height.
	1
	
	
	
	

	21. 
	Portable hand drill (Electric) 0 to 6mm
	2
	
	
	
	

	22. 
	Drill brace hand 0 to 12 mm.
	2
	
	
	
	

	23. 
	Drill twist s/s 1.5 to 12mm by 

0.4 mm
	1 set
	
	
	
	

	24. 
	Drill twist s/s 8mm to 15mm by ½ mm.
	1 set
	
	
	
	

	25. 
	Taps and dies complete set in box B.S.F.
	1
	
	
	
	

	26. 
	Taps and dies complete set in box (Metric)
	1
	
	
	
	

	27. 
	Micrometer 25 – 50 mm outside.
	3
	
	
	
	

	28. 
	Vernier caliper 20 cm.
	1
	
	
	
	

	29. 
	Vice Bench 12 cm jaw
	16
	
	
	
	

	30. 
	Bench working 240 x 120 x 60 cm.
	4
	
	
	
	

	31. 
	Lockers with 8 drawers (Standard size)
	2
	
	
	
	

	32. 
	Almirah 180 x 90 x 30 cm.
	2
	
	
	
	

	33. 
	Metal race 182 x 182 x 4.5 cm.
	1
	
	
	
	

	34. 
	Black board with easel
	1
	
	
	
	

	35. 
	Fire extinguisher (for 4 units)
	2
	
	
	
	

	36. 
	Fire Buckets.
	2
	
	
	
	

	37. 
	Hand Hammer 1 kg with handle.
	2
	
	
	
	

	38. 
	Rule wooden 4 fold 600 mm.
	2
	
	
	
	

	39. 
	Saw Tennon 250mm
	2
	
	
	
	

	40. 
	“C” clamps (100mm, 150 & 200mm)
	2 each
	
	
	
	

	41. 
	Drill machine hand 6mm cap.
	2
	
	
	
	

	42. 
	Rawal Plug tool and kit
	2 sets
	
	
	
	

	43. 
	Ammeter 1mA to 500mA DC.
	10
	
	
	
	

	44. 
	Ammeter 0 to 1 Amp. DC
	10
	
	
	
	

	45. 
	Volt meter 0 – 300V AC
	10
	
	
	
	

	46. 
	A.C. Ammeter 0 – 5 & 0.25 amp.
	5 each
	
	
	
	

	47. 
	Megger 500 volts.
	1
	
	
	
	

	48. 
	Electric switches, Fuses, Holder Lamps, Teak Wood Boards, Plug Sockets, Solder, Flux, Wires and Cables, Battens, Round Blocks and Other consumables.
	As per required
	
	
	
	

	LIST OF EQUIPMENT

	49. 
	Hand Operated injection Moulding Machine without mould capacity : 1 OZ (28 GMS.)
	1
	
	
	
	

	50. 
	Hand Operated Blow Moulding Machine without Mould Capacity : 1 OZ (28 GMS.)
	1
	
	
	
	

	51. 
	ST – 15 Automatic Injection Moulding Machine (consisting of Hoper and Machine Grill) shot weight : 44 GMS., Screw dia : 25mm, L/D Ratio :  18:1, Clamping force : 15 tons.
	1
	
	
	
	

	52. 
	Automatic Blow Moulding Machine with Moulds.

Capacity                   :      ½ Ltr.

Screw Dia.                :     34mm

L/D ratio                   :     22:1

High Locking Force : 1.1 tons
	1
	
	
	
	

	53. 
	Extruder single screw with dia 30mm for.

a) Flattened Tubular film (Fixed Die, Irish Ring, NIP Roller and Winder) 

Lay Flat Range (LD HM) : 100-200mm)

Thickness Range (HM) :10–50Microns 

                            (LD) : 20–50Microns

Output (Max.)              : 8 KG/Hour

b) Pipe (DIC, Sizing Unit, Cooling Trough, Haul-Off Unit, Cutter)

Pipe size          :  25mm dia

Pipe Die          :  25mm dia

Mandrel          :  25mm dia

Output             : upto 12 kg./Hour

Polymer          :  RPVC

c) Reprocessing (Die Cooling Trough Pelletizer) :

Strand Dia  : Upto 4 Nos. of Holes

Materials    : Ally Steel-Nickel Plated Cooling Trough

M,S, Tank   : 200 W x 150 H x 1500 L (MM)

Pelletr size : Dia 3mm x 2.3 mm

Width of cutter : 125mm

Output  : upto 12 Kg./Hour.


	1 SET
	
	
	
	

	54. 
	Semi – Automatic Compression Moulding Machine with mould.

Platen size          : 8” x 8”

Clamping Force : 30 Tons (Toggle type)
	1
	
	
	
	

	55. 
	Scrap Grinder (Medium Duty)

Motor        : 3 HP

Capacity    : 20 Kg./Hour

Blades       : 2 Rotar and 2 fixed blades.
	1
	
	
	
	

	56. 
	Tray Drying Over

Capacity         : 25 Kg.

No of Trays    : 12 Nos.

Temp.             : 50° - 200° C.

Accuracy        : ± 1° C.
	1
	
	
	
	

	57. 
	Air compressor 

Working Pressure  : 170 PSI

Motor                     : 3 HP

2 Cylinder air cooled 
	1
	
	
	
	

	58. 
	Vibration Mounting Pads
	16
	
	
	
	

	59. 
	2 HP Water Pump & Fitting
	2
	
	
	
	

	60. 
	Water sump & cooling Tower
	1
	
	
	
	

	61. 
	MFI Tester:

Temp. range   : 0 300° C.

Accuracy        : ± 1° C.

Loads              : 2.16 & 5 Kg.
	1
	
	
	
	

	62. 
	Training aids like charts & models OHP with Screen one box of transparent sheet.
	1 set
	
	
	
	


	63. 
	Vacuum Forming Machine with 1 Moudle:

Forming Area : 250 mm x 250mm

Sheet size : 300mm x 300mm

Mould Travel : 100 mm

Pneumatic Cylinder & Hand Valve 

Heater : 2 KW Manual Movement

Vacuum : 70 LPM vacuum Pump

                  3 Phase ISI Motor
	1
	
	
	
	

	64. 
	Cutting & sealing Machine:

Min. & Max.Width   : 50mm – 300mm

Min. & Max. Length : 50mm – 625mm
	1
	
	
	
	

	65. 
	Moulds (To be made by CIPET, MYSAORE): 
	1
	
	
	
	

	66. 
	a) Singal cavity paper clip injection Mould for hand operating machine.
	1
	
	
	
	

	67. 
	b) Six cavity mould for hand operated injection Moulding Machine.
	1
	
	
	
	

	68. 
	c) Blow Mould for 30 ML round Bottle for hand operated blow moulding machine.
	1
	
	
	
	

	69. 
	d) Singal cavity round plane cup mould for injection moulding.
	1
	
	
	
	

	70. 
	Digital Balance : Capacity : 

600 GMS. x 0.1 GMS
	1
	
	
	
	

	71. 
	Melting point apparatus : 

Temp. Range  : 0-300° C.

Load : 150 Watts 230 V AC

Accuracy        : ± 1° C.
	1
	
	
	
	

	72. 
	Testing Kit (To be Designed & Supplied by CIPET, MYSORE)

Tool box consisting of 1 Bunsen burner,

With 1 kg. LPG cylinder.

Match Box, 2 Test tubes 2 Spatula, 2 Forceps, 2 Tonges, 2 Packets of Filter Paper, 2 M Copper wire, 2No.  100ML Bcaker, 2 No. 500 ML & 25 ML, each 1 No.

Acetone Para-xylene, Trichloro Benzene. Distilled Water each 500ML.
	1
	
	
	
	


ooo

